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  EN 388:2016 (4543C)

  EN 420:2003+A1:2009

EN 420

Der gestrickte, elastische Bund in FIT-WRIST-
Technologie fühlt sich angenehm an und passt
sich perfekt der Form des Handgelenks an, 
um vollen Arbeitskomfort zu gewährleisten.

MOLECULAR CAST FIBER-Faden,
hergestellt in UHMWPE-Technologie
(Polyethylen mit ultrahohem Molekulargewicht).
Die einzigartige Struktur sorgt für
außergewöhnliche Strapazierfähigkeit, 
hohe Abriebfestigkeit und geringe
Feuchtigkeitsaufnahme.

Die PU-REFORMANCE-Technologie basiert
auf reinem Polyurethan ohne Zusatz von Silikon
und DMF. Die einzigartige, schwammige Formel
sorgt für hohe Haftung und sicheren Halt, 
also auch bei Nässe.

BRANCHES:

FINISHING

INSERT

COATING

CHARACTERISTIC

Light, durable anti-cut glove. Made of nylon and
UHMWPE fiber, ensuring safety and comfort of use. 
Reinforcment between the thumb and index finger
ensures longer life of the glove and ergonomics by
improving the grip.

SIZE: 

ENVIRONMENT:  dry

Machine industry 

Plastic industry 
Metal industry

  Electronics

  Glass industry  

  Automotive industry

  Communal services

STANDARDS: 


